METALLIC COLLECTION

Metal • Wood • Masonry Walls
Note:
Colours representations on website may vary from actual paint colours. Visit your nearest Nippon Paint Colour Creations outlet(s) to get a physical colour card to confirm your colour choices.
Note: Colours representations on website may vary from actual paint colours. Visit your nearest Nippon Paint Colour Creations outlet(s) to get a physical colour card to confirm your colour choices.
Note: Colours representations on website may vary from actual paint colours. Visit your nearest Nippon Paint Colour Creations outlet(s) to get a physical colour card to confirm your colour choices.
### Metallic Paint

<table>
<thead>
<tr>
<th>Sealer / Primer</th>
<th>Touch Dry</th>
<th>Hard Dry</th>
<th>Recoating Interval</th>
</tr>
</thead>
<tbody>
<tr>
<td>Metal</td>
<td>15 Minutes</td>
<td>45 Minutes</td>
<td>Min 2 Hours</td>
</tr>
<tr>
<td>Wood</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Masonry</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Top Coat**
- Nippon Metallic Paint

**Drying time**
- Touch Dry: 15 Minutes
- Hard Dry: 45 Minutes
- Recoating Interval: Min 2 Hours

**Dilution**
- Maximum 5% dilute with Nippon Acrylic 3000 Thinner

### Micaceous Iron Oxide (MIO)

<table>
<thead>
<tr>
<th>Top Coat</th>
<th>Metal</th>
<th>Touch Dry</th>
<th>Hard Dry</th>
<th>Recoating Interval</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>MIO</td>
<td>1 Hours</td>
<td>16 Hours</td>
<td>Min 16 Hours</td>
</tr>
</tbody>
</table>

**Drying time**
- Touch Dry: 1 Hours
- Hard Dry: 16 Hours
- Recoating Interval: Min 16 Hours

**Dilution**
- Maximum 5% dilute with Nippon General Purpose Thinner

---

Advisable to wear mask during painting.